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ELECTRICAL

Order Code (Model) ANT151M

Frequency 148 to 153MHz

Tuned Bandwidth 5MHz

Gain 3.5dBi

VSWR ( Return Loss) < 1.5 : 1 over 5MHz

Impedance 50 Ohms

Maximum Power 25 Watt

Radiated Pattern Omni Directional

MECHANICAL

Construction Stainless Steel

Length 1.0 metre

Weight 500 grams

Coaxial Length 3.6 metres

Termination PL259

FEATURES

 › Tuned to the 151MHz band
 › PL259 termination
 › High Gain at 3.5dBi
 › Durable stainless steel

151MHz antenna with coaxial cable, mounting bracket and PL259 connector

OPTIONS

 › AB1.5PL, coaxial is 1.5 metres
 › AB5.0PL, coaxial is 5.0 metres
 › AB7.5PL, coaxial is 7.5 metres
 › AB10PL, coaxial is 10 metres
 › MBMirror, Mirror mount bracket for trucks and cars
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DESCRIPTION

For those who need a high gain and a 
very durable design the ANT151M is 
recommended. 

With its stainless steel construction and 
weather proof casing the antenna is suitable 
for exterior use. 

The antenna comes standard with a 
universal mounting bracket for wall or roof 
installations and includes 3.6 metres of 
coaxial cable terminated with a PL259 plug.

Antenna - ANT151M
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