
Up to
400 metres 

Up to 
200 metres 

Available in Durable metal case

*           Excellent Interference Immunity. Recommended for industrial application 
            where there is electrical generated noise. Eg. Electric motors, computers etc. 

Transmitter Selection Guide

**         
            

Uses frequency hopping, allows simultaneous operation of more than one transmitter 
to operate in the same area

Start

Transmitter 
Type

Up to 
800 metres FMT15104H*

FMT15108H*

Up to 
100 metres 

Operating 
Distance

FOB43302**

FOB43304**

FOB43305**

FOB43301L**
FOB43301**

Operating 
Distance

FMT15101E*

FMT15108E*

FMT151 Series
1 & 8 Channels

®
PentaFOB  Series
1, 2, 4 & 5 Channels

MCT Series
1-16 Channels

PentaCODE  Series
2 & 4 Channels

®

FMT151 Series
4 & 8 Channels

PCK43304W**

Up to 
500 metres

PentaCODE Series
1- 4 Channels

Up to 
5000 metres

Fixed Transmitter 
or Base type

Portable / Handheld
Remotes

FOB43302WP**

FOB43304WP**

FOB43305WP**

FOB43301LWP**
FOB43301WP**

Waterproof
Keyring

MCT91501**

PCK43302**

PCK43304**

MCT91502**

MCT91503**

MCT91504**

MCT91508**

MCT91512**

MCT91516**

Operating 
Distance
Operating 
Distance

Keyring

Keyring
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